DI‘B&II]S PART LIST

[A- HEADBOARD X 1| [B-FOOTBOARD X 1|  [C- SIDE RAIL X 2
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HELSINKI B/S e,

SUPER KING BED
ASSEMBLE INSTRUCTION

#% 2 PEOPLE REQUIRED HARDWARE LIST
Please take time to read these & o)
instructions and familiarize
yourself with all the components
that make up your new bedstead. G- ADJUSTABLE H- RATTAN SCREW |[I-ALLEN HEAD SCREW
. X SUPPORT LEG X 1 #8 X 1-1/2" X 1 M6 X 40mm X 6
Please retain this leaflet
for future reference.
) — —{ D
WARNING !!! J- JCN NUT K- FLAT WASHER
M6 X 20mm X 6 M6 X 20mm X 6 | L- SCREWDRIVER X 1 |

THIS PRODUCT CONTAINS SMALL
PARTS AND PACKAGING THAT

SHOULD BE KEEP AWAY AND OUT
OF REACH FROM ALL CHILDREN.

M- ALLEN KEY
M4 X1

IDENTIFY THE SLAT SYSTEM YOU HAVE PURCHASED...

SPRUNG SLAT SYSTEM || REFER STEP 3 TO| | STANDARD WOODEN SLAT SYSTEM

REFER STEP 6 TO STEP 9

N1- SPRUNG
SLAT X1

@)])))lIl]}l))l)))lI])))!l))]lllJ}))lll))l]l))llll))‘,ll

N2- ALLEN HEAD | [N3- METAL CENTER | [N4- METAL CENTER WOODEN SLAT

SCREW X8 SUPPORT LEG (A) X2 [ | SUPPORT LEG (B) X 1
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1- ATTACH FOOT TO HEADBOARD & FOOTBOARD

CAREFULLY UNPACK ALL ITEMS FROM THE
CARTONS.

INSERT THE LEG INTO THE HEADBOARD
AND FOOTBOARD AS SHOWN.

LOOSE SIDE RAIL ATTACHMENT BOLTS
FROM HEADBOARD AND FOOTBOARD.
REMARK: JUST ONLY BE LOOSENED AND
NOT REMOVED THE BOLTS.

Special Note : For Assemble Leg
Please make sure the hanger bolt thread is matching
with the metal nut. Do not over-tighten in cross the
thread as this may damage the product.

\/ MUST BE FITING PARALLEL & 90°. X
metal nut

WRONG FITING LEG, IF SLANTING.

correct B incorrect 2
7,
@> %. !
@\ @bngerbolt

@2

hangerbolt
2- ATTACH SIDE RAIL TO HEADBOARD & FOOTBOARD |

HOOK THE SIDE RAIL OVER THE BOLTS IN
THE HEADBOARD AND FOOTBOARD AS
SHOWN.

TIGHTEN ALL FIXINGS TO ENSURE A
STABLE STRUCTURE.

3- ATTACH METAL CENTER SUPPORT LEG TO SPRUNG SLAT
SYSTEM

ATTACH THE METAL CENTER SUPPORT LEG (N3) & (N4) TO
THE MIDDLE OF SPRUNG SLAT (N1) WITH SCREW (N2)
USING ALLEN KEY (M) PROVIDED AS SHOWN.

Af
Juh
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4- ADJUST LEG HEIGHT TO SUIT BED FRAME

ADJUST THE METAL CENTER SUPPORT LEG HEIGHT TO
SUIT THE BED.

5- ATTACH SLATS TO THE BED |

5.1 - ATTACH THE SPRUNG SLATS SYSTEM TO THE BED AS
SHOWN.

5.2 - TIGHTEN THE SCREW TO THE SIDE RAIL SUPPORT
USING HARDWARE (1), (J), (K) & (M).

6- ATTACH SLATS TO THE BED |

ATTACH THE SLATS TO THE BED AS SHOWN.

7- TIGHTEN THE FIRST SLAT |

TIGHTEN THE FIRST SLAT TO THE SIDE RAIL SUPPORT
USING HARDWARE (1), (J), (K) & (M) AS SHOWN.

8- ATTACH CENTER SUPPORT LEG TO SLAT |

ATTACH THE CENTER SUPPORT LEG (D) AND ADJUSTABLE
SUPPORT LEG (G) TO FLAT SLAT USING SCREW (H) AND
SCREWDRIVER (L) PROVIDED AS SHOWN.

by CENTRE >
/ SUPPORT LEG'\
/ // \

[ ADJUSTER |
| LEG |

\ 34] mm//

\\\ } ///

—_

ADJUSTER LEG HEIGHT

9- TIGHTEN THE MIDDLE SLAT & LAST SLAT |

TIGHTEN THE MIDDLE SLAT & LAST SLAT TO THE SIDE RAIL
SUPPORT USING HARDWARE (1), (J), (K) & (M) AS SHOWN.

10- FINAL TOUCH| PLEASE READ THE FOLLOWING INSTRUCTIONS.

KEEP AWAY FROM DIRECT SUNLIGHT TO

1.
YOUR BED IS NOW READY AVOID DISCOLORATION.

FORITS MATTRESS.

2. DO NOT DRAG THE BED ACROSS THE
FLOOR WHEN POSITIONING OR MOVING
WHILST CLEANING.

3. TIGHTEN ALL SCREWS AT REGULAR
INTERVALS, TO AVOID DAMAGE TO THE
FRAME.

4. ENJOY YOUR PRODUCT.
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